




















8. Ordering Information

Mfr. Part No. Code Description
3-3719-11 159 000 804 pH/ORP Wet-Tap, 1%z in. NPT
3-3719-21 159 000 805 pH/ORP Wet-Tap, 2 in. NPT
3-3719-12 159 000 806 pH/ORP Wet-Tap, ISO 7/1-R 1.5
3-3719-22 159 000 807 Wet-Tap Assembly, ISO 7/1-R 2
Parts and accessories
3-2716-WT 159 000 809 Electrode, pH, twist-lock, bulb, 3KQ, wet-tap
3-2717-WT 159 000 811 Electrode, ORP, twist-lock, bulb, 10KQ ID, wet-tap
3-2720 198 864 602 Twist-Lock Preamplifer, */4 in. NPT
3-2720-2 198 864 603 Twist-Lock Preamplifer, ISO 7/1-R 3/4
3-2756-WT 159 000 834 Electrode, pH, DryLoc, bulb, PT1000, wet-tap
3-2756-WT-1 159 001 383 Electrode, pH, DryLoc, bulb, 3KQ, wet-tap
3-2756-WTP 159 001 390 Electrode, pH, DryLoc, plastic bulb, PT1000, wet-tap
3-2756-WTP-1 159 001 384 Electrode, pH, DryLoc, plastic bulb, 3KQ, wet-tap
3-2757-WT 159 000 835 Electrode, ORP, DryLoc, bulb, 10KQ ID, wet-tap
3-2757-WTP 159 001 391 Electrode, ORP, DryLoc, plastic bulb, 10KQ ID, wet-tap
3-2750-1 159 000 744 In-line DryLoc pH/ORP Sensor with J-Box
3-2750-2 159 000 745 In-line DryLoc pH/ORP Sensor with J-Box and EasyCal
3-2760-11 159 001 367 In-line Preamplifer with %2 in. NPT threads and 4.6 m (15 ft.) cable
3-2760-21 159 001 368 In-line Preamplifer with %2 in. ISO threads and 4.6 m (15 ft.) cable
3-2760-31 159 001 369 In-line Connector with 4.6 m (15 ft.) cable and % in. NPT threads
3-2760-41 159 001 370 In-line Connector with 4.6 m (15 ft.) cable and ISO 7/1R ¥ threads
2007-0225 159 000 812 PP Clamp-on Saddle, 2.5 in. x 1%/ in. (ASTM, NPT)
2007-0230 159 000 813 PP Clamp-on Saddle, 3 in. x 1*/2 in. (ASTM, NPT
2007-0240 159 000 814 PP Clamp-on Saddle, 4 in. x 1*/2 in. (ASTM, NPT)
2007-0260 159 000 815 PP Clamp-on Saddle, 6 in. x 2 in. (ASTM, NPT)
2007-0280 159 000 816 PP Clamp-on Saddle, 8 in. x 2 in. (ASTM, NPT)
2007-0210 159 000 817 PP Clamp-on Saddle, 10 in. x 2 in. (ASTM, NPT)
2007-0212 159 000 818 PP Clamp-on Saddle, 12 in. x 2 in. (ASTM, NPT)
3-3719.390 159 000 855 3719 Locking Shroud
1220-0114 159 000 854 3719 O-ring, FPM, Piston Tip
S
3-3719.390
Locking shroud

3-2756-WT Dry-Loc pH electrode 3-2716-WT pH electrode

3-2756-WT-1 Dry-Loc pH electrode 3-2717-WT ORP electrode

3-2756-WTP Dry-Loc pH electrode

3-2756-WTP-1 Dry-Loc pH electrode

3-2757-WT Dry-Loc pH electrode

3-2757-WTP Dry-Loc ORP electrode

1220-0114
O-rings
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